Exhibit VIII.C.20.b

TIMELINE FOR CONSTRUCTION:
PROPOSED CLOSURES

Submit as Exhibit VIII. C.20.b. a description of anticipated street and sidewalk closures,
plans for redirecting traffic, impacts on existing parking, if any, noise and dust impacts,
and plans for mitigating such impacts both during and following construction. Describe
measures that will be taken to mitigate all construction impacts on the local community.

In the event the financing for any further phase is not included in Item VIIIL.A.6. of this
RFA, indicate the anticipated sources of financing for such phase and the details of such
financing.
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IMPACTS OF CONSTRUCTION

Street and Sidewalk Closures Not Anticipated

Internal to the Nevele Resort, Casino & Spa, Tishman Construction has advised that
since the resort is currently non-operational, there are no anticipated street or sidewalk
closures to report, with the possible exception of the new force main construction.

MEASURES TO MITIGATE OTHER CONSTRUCTION IMPACTS ON
COMMUNITY

Traffic

To a large degree, measures to mitigate construction impacts on the community center
on minimizing construction traffic impacts in the vicinity of the site. Using studies
performed in the project planning phase associated with the Draft Environmental
Impact Statement, traffic routes and geometry were evaluated for optimal choices
relating to movement of construction traffic.

Such a “construction traffic impact evaluation” consists of a qualitative assessment of
both traffic operations and physical roadway conditions to help inform the public,
decision makers, and contractors about the possible amount and location of
construction traffic, and how to avoid or minimize impacts. Identifying all the
construction related activity and impacts with a high degree of certainty is challenging at
this stage of project development. The analysis assumes a reasonable “worst-case-
scenario” that likely overstates construction traffic impacts. Further, the construction
related mitigation measures recommended in this evaluation are sufficiently broad to
provide the Nevele Resort with flexibility in the strategies that can be implemented to
minimize construction traffic impacts, while working to avoid or reduce impacts the
maximum extent feasible.

It is anticipated that construction activity will take place Monday to Saturday from
approximately 7:30 a.m. to 6:00 p.m. and will last approximately 18 to 24 months. The
necessary labor to construct the Nevele Resort will ramp up from 100 workers to
approximately 1,000 workers during peak times. Typical material deliveries will vary
from 50 to 100 trucks per day while precast and steel delivers will vary from 6 to 10

NEVELE Page | 1

RESORT, CASINO & SPA



TIMELINE FOR CONSTRUCTION: PROPOSED CLOSURES Exhibit VIII.C.20.b

trucks per day. Itis anticipated that Arrowhead Road will need to be resurfaced at the
completion of the project.

A “Trucking Route Logistics Plan”, prepared by Tishman Construction Corporation as
part of the project planning, proposes that all Vehicle Types A though E (Class 2-21) will
access the site from the south via US Route 209. Vehicle Type A (Class 2-5) will access
the site from the north via Nevele Road and US Route 209. The findings of this logistics
plan are included in the traffic study. A flagger will be provided to help facilitate
operations in the vicinity of the development as necessary. This vehicle pattern will
minimize construction impacts through the Village of Ellenville since all larger vehicles
will gain access to/from the south, likely via the NY Route 17 interchange. US Route 209
is classified as a principal arterial south of the site, has been designated as a Qualifying
or Access Highway for Larger Dimension Vehicles, has wide shoulders, and is in fair to
good condition based on information provided by NYSDOT.

Air Quality

The air quality within the Project area may experience short-term impacts due to the
construction of the Project. Air quality impacts associated with construction activities
are typically from the generation of fugitive dust and emissions from vehicles and
equipment. Fugitive dust can result from grading, excavation, filling, or movement of
vehicles over dry dirt. Impacts will be minimized by the use of dust inhibitors, such as
calcium chloride and other dust-control provisions found in the NYSDOT Standard
Specifications for construction. Erosion and dust control best management practices can
be used during construction to manage these impacts. They include:

e Installing truck mats or anti-tracking pads at egress points to clean the trucks’
tires prior to leaving the Project site;

e Watering of exposed areas during dry periods;

e Using drainage diversion methods (silt fences) to minimize soil erosion during
site grading;

e Covering stored materials with a tarp to reduce windborne dust;

e Proper maintenance of equipment; and

e Using truck covers/tarp rollers that cover fully loaded trucks and keep debris and
dust from being expelled/emitted from the truck along its haul route.
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Noise

Construction-related noise is an unavoidable impact of development; however, it is
short-term in duration and will occur in accordance with the Noise Section of the Town
Code, which, in part, restricts construction activities to between the hours of 6:00 a.m.
and 10:00 p.m.

The NYSDEC Noise Policy identifies best management practices (BMP) that reduce noise
frequency and impulse noise at the source of generation, reduce noise generation, and
reduce noise sound pressure levels. To the extent practicable, construction contractors
will be required to use the following BMP as recommended by NYSDEC:

e All construction vehicles and equipment will be well maintained and operated in
an efficient manner. Construction equipment will be required to be equipped
with noise attenuation devices and mufflers. In particular, the mufflers on all
construction equipment will be fully functional and well maintained by the
construction contractor. Mufflers will reduce the frequency of sound on
machinery that pulses, such as diesel engines and compressed air machinery. All
exhaust systems will be maintained in good working order. Properly designed
engine enclosures and intake silencers will be required. Regular maintenance will
be required.

e Stationary equipment will be placed as far away from sensitive receptors as
possible.

e Staging areas for equipment, construction materials, soil, and building materials
will be placed internal to the site along the southern limits of the work area to
maintain separation from adjoining land uses.

e Shielding mechanisms will be employed where possible. The use of sound
barriers such as screens or berms around noise generating equipment or near
the point of reception can be an effective sound barrier.

e Disposal sites and haul routes will be chosen to minimize objectionable noise
impacts.

To the extent practicable, construction contractors will be required to use the following
effective noise mitigation techniques as recommended by FHWA:
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e The construction contractor will be required to use equipment with mufflers, on-
board shields and any other sound reduction equipment maintained to their
original specification.

e Equipment will not be allowed to idle when not in use.

e Any equipment for which there is a choice of locations, such as electrical
generators and air compressors, will be situated as far as possible from the
closest receptors.

e Loose engine parts or other parts with loose or missing screws, bolts or metal
plates will be repaired so that vibration and noise generation are reduced.

e Enclosures, such as plywood barriers, will be constructed around significant
stationary sources of sound if the noise from such equipment cannot be
effectively mitigated by distance or other means.

e The slamming of tailgates by dump trucks or trailers will be discouraged, and
rubber gate gaskets will be required.

The Project’s construction manager will post construction schedules, anticipated high
activity times, and establish a point of contact for communications regarding
objectionable noise.

By utilizing these accepted noise impact reduction techniques, the sound increases
associated with construction will be substantially mitigated to the degree possible and
will be a temporary condition.

NEVELE Page | 4

RESORT, CASINO & SPA




<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /None

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /CMYK

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams false

  /MaxSubsetPct 100

  /Optimize true

  /OPM 1

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments true

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Bicubic

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 1.50000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages true

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Bicubic

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 1.50000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages true

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Bicubic

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /CreateJDFFile false

  /Description <<



    /BGR <>

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /CZE <>

    /DAN <>

    /DEU <>

    /ESP <>

    /ETI <>

    /FRA <>

    /GRE <>



    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)

    /HUN <>

    /ITA <>

    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /LTH <>

    /LVI <>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /POL <>

    /PTB <>

    /RUM <>

    /RUS <>

    /SKY <>

    /SLV <>

    /SUO <>

    /SVE <>

    /TUR <>

    /UKR <>

    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /ConvertToCMYK

      /DestinationProfileName ()

      /DestinationProfileSelector /DocumentCMYK

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure false

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles false

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /DocumentCMYK

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /UseDocumentProfile

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



