
LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ RECYCLED CONTENT

Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

%  POST‐Consumer 
(by weight)

% PRE‐Consumer
(by weight) 

eg
Ultima‐1915 HRC 
(Ceiling2Ceiling)

Armstrong $44,880 15% 66% Mfg cutsheet

1

2

e.g. 09 51 13

Documentation 
Attached 

(cutsheet, MSDS, 
letter, etc.)

REQUIRED for ALL products identified in Specification Sections, CSI 2004 Divisions 3‐10, 31.60 Foundations, 32.10 Paving, 32.30 Site Improvements, and 32.9 Planting. MEP and elevators are excluded . Please attach 
manufacture cutsheets and/or manufacturers certification letter with product information highlighted to support the claims made below. See additional sheet to calculate assemblies.

MRc4, Recycled Content Credit Requirements ‐ Use materials with recycled content such that the sum of postconsumer recycled content plus 1/2 of the preconsumer content constitutes at least 20%, based on cost, of the 
total value of the materials in the project.

Product Name & Model

Total Material 
Cost 

(Include markup, 
overhead, and profit 
cost, but excluding 
labor & equip)

Recycled Content 
(For concrete, use Concrete Reporting Form)

Spec Section Manufacturer
Quantity of Items 

Purchased

3

4

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE:  ________________________________________________________DATE:____________________________________

1

2

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an accurate representation 
of the material qualifications to be provided by us, as components of the final building construction.  Furthermore, I understand that any change in such qualifications during the purchasing period will 
require prior written approval from the Construction Manager and Architect. 

Post‐Consumer Recycled Content:  Portion of product which derives from discarded consumer waste that has been recovered for use as a raw material (e.g. plastic bottles, newspaper).

Pre Consumer‐Recycled Content:  Portion of product which derives from recovered industrial and mfg. materials that are diverted from municipal solid waste for use in different mfg . process, prior to use by a consumer (e.g. flyash in concrete or 
synthetic gypsum board, both of which are by‐products of coal‐burning power plants). Reusing materials reclaimed from the same mfg. process in which they are generated and putting back into same mfg. process does not qualify as recycled (e.g. 
glass cullet).



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ RAPIDLY RENEWABLE MATERIALS

Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

eg
Marmorette with NATUR 

Cote
Armstrong Commercial 

Flooring
1,000 SF $26,156 Linoleum 36.0% mfg cutsheet

1

2

3

4

Documentation Attached 
(cutsheet, MSDS, letter, 

etc.)

% of Rapidly 
Renewable Content 
(by weight only)

Spec Section Product Name & Model Manufacturer

Total Material Cost 
(Include markup, overhead, and 
profit cost, but excluding labor & 

equip)

Quantity of Product 
Purchased

MRc6, Rapidly Renewable Materials Credit Requirements  ‐ Use rapidly renewable building materials and products for 2.5% of the total value of all building materials and products used in the project, based on cost. LEED 
MRc7 requirements apply to all wood products capable of recieving FSC certification.

REQUIRED for ALL products identified in Specification Sections, CSI 2004 Divisions 3‐10, 31.60 Foundations, 32.10 Paving, 32.30 Site Improvements, and 32.9 Planting. MEP and elevators are excluded . Please attach 
manufacture cutsheets and/or manufacturers certification letter with product information highlighted to support the claims made below.

e.g. 09 65 00

Renewable 
Material Type

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE: ________________________________________________________DATE:____________________________________

1

2

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an accurate representation of the material 
qualifications to be provided by us, as components of the final building construction.  Furthermore, I understand that any change in such qualifications during the purchasing period will require prior written approval from the 
Construction Manager and Architect. 

Rapidly renewable materials: Agricultural products, both fiber and animal, that take 10 years or less to grow or raise and can be harvested in a sustainable fashion.

Materials  include , agrifibers (byproducts of food crops, such as straw left over when grains are removed), bamboo, cork, corn, cotton, linoleum, natural rubber, soy, and wool.



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ CERTIFIED WOOD

Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

eg
Fir Door Cores Columbia Forest Products $13,658 100.0% 44.0% FSC Pure RA‐COC‐000065 Yes. JQC Mfg cutsheet

1

Documentation Attached
(invoice and letter, MSDS, etc.)

FSC Tracking 
COC Number

(Certification Code #)

MRc7, Certified Wood Credit Requirements ‐ Use a minimum of 50% (based on cost) of wood‐based materials and products that are certified in accordance with the Forest Stewardship Council's principles and criteria, for wood building 
components. This includes only NEW wood (not reclaimed, salvaged, or recycled) and materials permanently installed on the project. LEED MRc7 requirements apply to all wood products capable of receiving FSC certification.

REQUIRED for ALL products identified in Specification Section, CSI 2004 Divisions 3‐10, 31.60 Foundations, 32.10 Paving, 32.30 Site Improvements, and 32.9 Planting. MEP and elevators are excluded . All purchases of certified wood shall be 
accompanied by 1) the invoice indicating the vendor's COC number and 2) a letter stating that the purchase is FSC Pure, FSC Mixed Credit, FSC Mixed (NN%). Wood products identified as FSC Recycled or as FSC Recycled Credit do not count 
toward MRc7. Productr information shall be highlighted. 

Spec Section Product Name & Model Manufacturer/Vendor

New Wood 
Material Cost 
(Include markup, 

overhead, and profit cost, 
but excluding labor & 

equip)

% of New 
Wood

Identify FSC‐Certified 
Type As Either:

FSC Pure, FSC Mixed Credit, or 
FSC Mixed [NN] %

% of 
Certified 
Wood

Composite Wood 
used on interior of 

bldg. (Y/N)?
If Y, initial to confirm 
that the product 
does not contain 

urea‐formaldehydes.

e.g. 08 31 13

2

3

4

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE: ________________________________________________________DATE:____________________________________

1

2

3

Chain‐of‐custody (COC):  Tracking procedure for a product from the point of harvest or extraction to its end use, including all successive stages of processing, transformation, manufacturing, and distribution. 

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an accurate representation of the material qualifications to be provided 
by us, as components of the final building construction.  Furthermore, I understand that any change in such qualifications during the purchasing period will require prior written approval from the Construction Manager and Architect. 

Assemblies:  In the case of manufactured products that combine wood and nonwood materials, only the wood portion can be applied toward the credit. To determine the value of the wood component(s), calculate the amount of new wood as a percentage of the total weight or 
cost, and the amount of FSC‐certified wood as a percentage of the total weight or cost. Multiply these figures by the total value of the product as invoiced to project.

Forest Stewardship Council (FSC):  Certification is a seal of approval awarded to forest managers who adopt environmentally and socially responsible forest management practices and to companies that manufacture and sell products made from certified wood.



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ LOW‐EMITTING MATERIALS, ADHESIVES AND SEALANTS

Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

Quantity of Product 
Purchased

(Gallons/Liters)

eg
Dow Corning

Dow 758, Silicone Weather Barrier 
Sealant

4 gallons 47 MSDS

1

List Source of VOC data 
(Mfg. letter, cutsheet, MSDS sheet, etc.)

e.g. Architectural Sealant

Non‐Flooring Adhesive & Sealants 
Product Type As Defined by
SCAQMD Rule #1168 or GS‐36

(architectural sealant, etc.)

Product Manufacturer Product Name & Model
Product VOC 
Content 

(g/L less water)

IEQc4.1, Low‐Emitting Materials, Adhesives and Sealants Credit Requirements ‐All adhesives and sealants used on the interior of the building, as defined as within the weatherproofing barrier, and applied on‐
site, must comply with South Coast Air Quality Management District (SCAQMD) Rule #1168 or Green Seal ‐ 36 for aerosol adhesives. Acceptable maximum VOC limits are listed in Section 018113.13, Sustainable 
Design Requirements for LEED.  Contractor is required to initial the credit form via LEED Online to confirm the project has met the credit requirements.

APPLIES TO ALL adhesives, sealants, grout, caulking, firestopping, and sealant primers, etc. within the weatherproofing barrier and applied on‐site. All materials relating to flooring (carpet adhesives, etc.), 
please use LEED ENVIRONMENTAL MATERIALS REPORTING FORM ‐ FLOORING SYSTEMS. Please attach manufacture cutsheets and/or manufacturers certification letter with product information highlighted to 
support the claims made below.

2

3

4

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE:  ________________________________________________________ DATE:____________________________________

1

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an accurate representation of the 
material qualifications to be provided by us, as components of the final building construction.  Furthermore, I understand that any change in such qualifications during the purchasing period will require prior 
written approval from the Construction Manager and Architect. 

Volatile organic compounds (VOCs) : Carbon compounds that participate in atmospheric photochemical reactions.  The compounds vaporize at normal room temperatures.



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ LOW‐EMITTING MATERIALS, PAINTS AND COATINGS
Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

Quantity of Product 
Purchased

(Gallons/Liters)

eg
MDC Wall Finishes

Eggshell ceramic finish 
for walls

50 GS‐11 MSDS

1

2

IEQc4.2, Low‐Emitting Materials, Paints and Coatings Credit Requirements ‐ All paints and coatings used on the interior of the building within weatherproofing barrier, and applied on site, must comply with 
applicable standard, South Coast Air Quality Management District (SCAQMD) Rule #1113, Green Seal Standard GS‐11, and/or Green Seal Standard GC‐03. Acceptable  maximum VOC limits are listed in Section 
018113.13, Sustainable Design Requirements for LEED. Contractor is required to initial the credit form via LEED Online to confirm the project has met the credit requirements.

APPLIES TO ALL paints and coatings, shellac, primers, etc. within the weatherproofing barrier and applied on‐site. All materials relating to flooring (carpet adhesives, etc.), please use LEED ENVIRONMENTAL 
MATERIALS REPORTING FORM ‐ FLOORING SYSTEMS. Please attach manufacture cutsheets and/or manufacturers certification letter with product information highlighted to support the claims made below.

Interior Paint and Coating Product 
Type As Defined by Applicable 

Standard
(flat paint, coating, or primer, shellac, etc.)

Product 
Manufacturer

Product Name & 
Model

Product VOC 
Content 

(g/L less water)

List Source of VOC data 
(Mfg. letter, cutsheet, MSDS sheet, etc.)

List Applicable Standard
(Green Seal GS‐11, Green Seal 
GC‐03, or SCAQMD Rule #1113)

e.g. Flat Paint

3

4

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE:  ________________________________________________________DATE:____________________________________

1 Volatile organic compounds (VOCs):  Carbon compounds that participate in atmospheric photochemical reactions.  The compounds vaporize at normal room temperatures.

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an accurate representation of the 
material qualifications to be provided by us, as components of the final building construction.  Furthermore, I understand that any change in such qualifications during the purchasing period will require prior 
written approval from the Construction Manager and Architect. 



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ LOW‐EMITTING MATERIALS, FLOORING SYSTEMS

Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

Quantity of Product 
Purchased

(Gallons/Liters
or SF)

eg InterfaceFLOR Grid‐Set Green Glue 2000 10 gallons 0 SCAQMD Rule #1168 Mfg cutsheet

1

2

e.g. Carpet Pad Adhesive

IEQc4.3, Low‐Emitting Materials, Flooring Credit Requirements ‐ 
OPTION 1. All flooring must comply with the following, as applicable: All carpet and carpet pad must be CRI Green Label Plus, all carpet adhesives must meet IEQc4.1 with a VOC limit of 50 g/L, all hard surface flooring must be 
FloorScore certified, concrete/wood/bamboo/cork floor finishes (such as sealer and stain) must meet SCAQMD Rule #1113, and tile setting adhesive and grout must meet SCAQMD Rule #1168.  OR
OPTION 2. All flooring elements installed in the interior of the building (products, adhesives, trims, sealers, stains, etc.) must meet the testing and product requirements of the California Department of Health Services Standard.  
Practice for the Testing of Volatile Organic Emmissions from Various Sources Using Small‐Scale Environmental Chambers, including 2004 Addenda.

APPLIES TO ALL flooring products and finishes within the weatherproofing barrier and applied on‐site. Each flooring product/material shall be documented with manufacturer's certification; the certification shall be specific to 
each individual product being submitted (with product information highlighted) for approval on this project. Please attach manufacture cutsheets and/or manufacturers certification letter to support the claims made below.

Flooring Adhesives and Sealants 
Product Type As Defined by Applicable 

Standard
(carpet pad adhesives, sealant primer, etc.)

Product Manufacturer Product Name & Model Product VOC Content 
(g/L less water)

List Applicable Standard
(SCAQMD Rule #1168, SCAQMD 
Rule #1113, or meets CA Dept. of 

Health Standard)

List Source of VOC data 
(Mfg. letter, cutsheet, MSDS sheet, 

certification data, etc..)

3

Product Manufacturer
Product Name & Style 

Number

Quantity of Product 
Purchased

(Gallons/Liters
or SF)

Product VOC Content 
(g/L less water)

List Applicable Standard
(FloorScore, CRI Green Label Plus, 
CA Dept. of Health Standard, or 

N/A)

List Source of VOC data 
(Mfg. letter, cutsheet, MSDS sheet, etc.)

eg InterfaceFLOR ON Board @123630250H 5000 SF NA GreenLabel Plus Mfg cutsheet

1

2

3

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE: ________________________________________________________DATE:____________________________________

1

2 Concrete, wood, and bamboo floor finishes such as sealer, stain and finish may be included in both IEQc4.2 and IEQc4.3.

Mineral‐based finish flooring products such as tile, masonry, terrazzo, and cut stone without any integral organic‐based coatings and sealants and unfinished/untreated solid wood flooring qualify for credit without any IAQ testing requirements.

Flooring Materials and Finishes Product 
Type

(flooring:carpet, stain, sealer,etc.)

e.g. Flooring: Carpet

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an accurate representation of the material qualifications 
to be provided by us, as components of the final building construction.  Furthermore, I understand that any change in such qualifications during the purchasing period will require prior written approval from the Construction 
Manager and Architect. 



Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

eg
Columbia Forest Products Purebond Plywood JQC mfg cutsheet

1

Product Type Product Manufacturer Product Name & Model

Initial to confirm that the 
product does not contain 
added urea‐formaldehyde 
or laminating adhesives 
with urea‐formaldehyde.

List Source of VOC data 
(Mfg. letter, cutsheet, MSDS sheet, etc.)

LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ LOW‐EMITTING MATERIALS, COMPOSITE 
WOOD AND AGRIFIBER

IEQc4.4, Low‐Emitting Materials, Composite Wood and Agrifiber Credit Requirements ‐  Composite wood and agrifiber products used on the interior of the building and within 
the weatherproofing barrier must not contain added urea‐formaldehyde (UF) resins. Laminating adhesives used to fabricate on‐site and shop applied composite wood and 
agrifiber assemblies must not contain addedurea‐formaldehyde resins. Contractor is required to initial the credit form via LEED Online to confirm the project has met the credit 
requirements.
APPLIES TO particleboard, MDF, plywood, wheatboard, strawboard, etc. within the weatherproofing barrier and applied on‐site. Please attach manufacture cutsheets and/or 
manufacturer certification letter with product information highlighted to support the claims made below. 

e.g. Plywood

2

3

4

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE: ________________________________________________________DATE:____________________________________

1

2 Urea‐formaldehyde:  A combination of urea and formaldehyde that is used in some glues and may emit formaldehyde at room temperature.

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an 
accurate representation of the material qualifications to be provided by us, as components of the final building construction.  Furthermore, I understand that any change in 
such qualifications during the purchasing period will require prior written approval from the Construction Manager and Architect. 

Formaldehyde:  A naturally occurring VOC found in small amounts in animals and plants, but is carcinogenic and an irritant to most people when present in high concentrations, causing headaches, 
dizziness, etc. 



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ REGIONAL ASSEMBLIES

Calculating Assembly for Regional Materials
Assemblies, which are based upon individual component contributions, must be represented by an overall percentage indicating regional materials credit compliance. 
Th f i ht t f h t t b i d b id t i l li t It h ld b t d th t t

Assembly Calculator for Materials with Regional Content

Therefore, weight percentages of each component must be accompanied by said components regional compliance percentange. It should be noted that a component 
is only deemed compliant if both the manufacturing and the harvest/extraction/recovery distances are within 500 miles of the project site. Use the following calculator 
to determine the material cost value to be entered into the credit form. Manufacturers certification letter shall be provided for all component elements (with product 
information highlighted) and this spreadsheet shall be included with each product assembly submittal.

Product:  e.g. Conference Table

Cost of 
Product:

$5,000

Assembly Calculator for Materials with Regional Content

Quantity of 
Items 
Purchased

42

C
Distance between 

Di b C ib i
Components

Component percentage 
of total assembly 

weight
Manufacturing Location

Distance between 
project  and 

manufacturing location 
(miles)

Extraction Location
Distance between 

project  and extraction 
location (miles)

Cost contributing to 
regional manufacturing 

and extraction

Oak  70% Denver 400 Wyoming 500 $147,000 

Plastic 5% Denver 400 Houston >500 $0 

Steel 25% Denver 400 Colorado Springs 300 $52,500 

$199,500 Total to be entered in the MRc5 credit form   >>> 

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE: ________________________________________________________ DATE:____________________________________

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information 
contained herein is an accurate representation of the material qualifications to be provided by us, as components of the final building construction.  
Furthermore, I understand that any change in such qualifications during the purchasing period will require prior written approval from the Construction 



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ REGIONAL ASSEMBLIES

Calculating Assembly for Regional Materials
Assemblies, which are based upon individual component contributions, must be represented by an overall percentage indicating regional materials credit compliance. 
Th f i ht t f h t t b i d b id t i l li t It h ld b t d th t tTherefore, weight percentages of each component must be accompanied by said components regional compliance percentange. It should be noted that a component 
is only deemed compliant if both the manufacturing and the harvest/extraction/recovery distances are within 500 miles of the project site. Use the following calculator 
to determine the material cost value to be entered into the credit form. Manufacturers certification letter shall be provided for all component elements (with product 
information highlighted) and this spreadsheet shall be included with each product assembly submittal.

Assembly Calculator for Materials with Regional Content

Product: 

Cost of 
Product:

Assembly Calculator for Materials with Regional Content

Quantity of 
Items 
Purchased

C
Distance between 

Di b C ib i
Components

Component percentage 
of total assembly 

weight
Manufacturing Location

Distance between 
project  and 

manufacturing location 
(miles)

Extraction Location
Distance between 

project  and extraction 
location (miles)

Cost contributing to 
regional manufacturing 

and extraction

$0 

$0 

$0 

$0 Total to be entered in the MRc5 credit form   >>> 

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE: ________________________________________________________ DATE:____________________________________

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information 
contained herein is an accurate representation of the material qualifications to be provided by us, as components of the final building construction.  
Furthermore, I understand that any change in such qualifications during the purchasing period will require prior written approval from the Construction 



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ REGIONAL MATERIALS

Project Name: Owego Apalachin Elementary School Submittal #: For Office Use Only

Contact Name: Contact # or Email:

Harvested, Extraction, 
or Recovered Site (mi)

Manufacture 
Site (mi)

eg
Ultima‐1915 HRC 
(Ceiling2Ceiling)

Armstrong $44,880 14.0% 499 151 mfg cutsheet

1

OPTION 1: 
Location and distances from raw material 

harvesting point to project site AND 
manufacturing point to project site

REQUIRED for ALL products identified in Specification Sections, CSI 2004 Divisions 3‐10, 31.60 Foundations, 32.10 Paving, 32.30 Site Improvements, and 32.9 Planting. MEP and elevators are 
excluded . Please attach manufacture cutsheets and/or manufacturers certification letter with product information highlighted to support the claims made below.

Spec Section
Product Name & 

Model

Quantity of 
Products 
Purchased

MRc5, Regional Materials Credit Requirements ‐ Use building materials or products that have been extracted, harvested or recovered, as well as manufactured, within 500 miles of the project site for 
a minimum of 20%, based on cost, of the total materials value.

Documentation 
Attached 

(cutsheet, MSDS, 
letter, etc.)

% of Material 
Demonstratin
g Regional 
Compliance 
(by weight 

only)

e.g. 09 51 13

Manufacturer

Total Material 
Cost 

(Include markup, 
overhead, and 
profit cost, but 

excluding labor & 
equip)

2

3

4

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE:  ________________________________________________________ DATE:____________________________________

1

2

Regional Materials: Materials are considered regional if harvested AND manufactured w/in 500 miles of the project site. For salvaged/recycled materials (such as steel), you don't need to provide the original harvesting 
location, but rather the location where the material was sourced from (e.g. scrapyard). Distances are as the crow flies, not actual miles traveled via surface transport.
Manufacturing  refers to the final assembly of components into the building product that is furnished and installed by tradesworkers.

I, ___________________________, a duly authorized representation of _____________________________hereby certify that the material information contained herein is an accurate representation 
of the material qualifications to be provided by us, as components of the final building construction.  Furthermore, I understand that any change in such qualifications during the purchasing period will 
require prior written approval from the Construction Manager and Architect. 



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ RECYCLED CONTENT ASSEMBLIES

Calculating Assembly Recycled Content

Assembly Calculator for Materials with Recycled Content

Product:  e.g. Cabinet

Cost of 
Product:

$100

Quantity of 
products 
purchased

1

An assembly can be either a product formulated from multiple materials (e.g. composite wood panel) or a product made up of 
subcomponents (e.g. window system). Assemblies, which are based upon individual component contributions, must be 
represented by total percentages of post‐ and pre‐comsumer recycled content. Therefore, weight percentages of each 
component must be accompanied by said component's post‐ and pre‐consumer content percentages.  Request that 
manufacturers provide assembly information broken down by weight. Manufacturer certification shall be provided for all 
component elements and the relevant product information shall be highlighted. This spreadsheet shall be included with each 
product assembly submittal. Complete the following assembly calculator and enter the material cost value into the MRc4 credit 
form.

Components/ 
Material

Component percentage of 
total assembly by weight

Post Consumer Recycled 
Content %

Pre Consumer Recycled 
Content %

Cost Contributing to 
MRc4 Recycled Content

MDF Core 55% 50% 50% $41.25 

Glass Fronts 10% 0% 0% $0.00 

Stone top 30% 20% 0% $6.00 

Wood Veneer 5% 0% 0% $0.00 

$47.25 

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE: ____________________________________________ DATE:________________

Total to be entered in the MRc4 credit form >>> 

I, ___________________________, a duly authorized representation of _____________________________ hereby 
certify that the material information contained herein is an accurate representation of the material qualifications to 
be provided by us, as components of the final building construction.  Furthermore, I understand that any change in 



LEED MATERIALS REPORTING FORM AND SUBMITTAL COVER SHEET ‐ RECYCLED CONTENT ASSEMBLIES

Calculating Assembly Recycled Content

Assembly Calculator for Materials with Recycled Content

Product: 

Cost of 
Product:

Quantity of 
products 
purchased

Components/  Component percentage of  Post Consumer Recycled  Pre Consumer Recycled  Cost Contributing to 

An assembly can be either a product formulated from multiple materials (e.g. composite wood panel) or a product made up of 
subcomponents (e.g. window system). Assemblies, which are based upon individual component contributions, must be 
represented by total percentages of post‐ and pre‐comsumer recycled content. Therefore, weight percentages of each 
component must be accompanied by said component's post‐ and pre‐consumer content percentages.  Request that 
manufacturers provide assembly information broken down by weight. Manufacturer certification shall be provided for all 
component elements and the relevant product information shall be highlighted. This spreadsheet shall be included with each 
product assembly submittal. Complete the following assembly calculator and enter the material cost value into the MRc4 
credit form.

Material total assembly by weight Content % Content % MRc4 Recycled Content

$0.00 

$0.00 

$0.00 

$0.00 

$0.00 

CONTRACTOR CERTIFICATION:

SIGNATURE OF AUTHORIZED REPRESENTATIVE:  ____________________________________________ DATE:________________

Total to be entered in the MRc4 credit form >>> 

I, ___________________________, a duly authorized representation of _____________________________ 
hereby certify that the material information contained herein is an accurate representation of the material 
qualifications to be provided by us, as components of the final building construction.  Furthermore, I understand 
that any change in such qualifications during the purchasing period will require prior written approval from the 
Construction Manager and Architect. 


